
SCT ANTIFLAP KIT SET-UP updated JUNE 2022 
PACKAGE CONTENTS 

A. 12 X 6 POINT SECURING NUTS  
B. 2 X ARMS (These are split in half i.e. 4 pieces) 
C. 2 x End Brackets (Already Mounted on Awning) 
D. 2 x Joining Columns 
E. 2 x Lock Levers with washers 
F. 2 x Lock Screws 

C 
A 

B 

B 

E 

D 

STEP 1. Set up the 6 x 6 Point Securing nuts  (A) 

into the arms but do not fully tighten 

STEP 2 Locate the  joining column and insert 

50% into arm 1 then secure with Screw (F) 
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STEP 3: Set up the Locking Lever as shown below (image 3) and screw into the sliding washer on the Joining Column. Leave 

enough space that you can slide the other arm into position using the locking lever to lock the arms together (image 4 & 5). 

Tighten the lock screw but leave the locking lever so it is adjustable. 

Image 3 Image 4 

Image 2 

Image 1 

Image 5 

A 

E 



SCT ANTIFLAP KIT SET-UP updated JUNE 2022 

Connect to Awning: (Image shown below is the rear Antiflap Arm.) 

1. Make sure all locking nuts are not fully tight or this will not operate. 

2. the vinyl between the metal duck bill clamp system and gently slide 

arm into position.  

3. Attach hook over end bracket on awning backing plate 

4. Pull back the retractable arm on the opposite end and secure it over 

the nut & bolt on the awning fascia end. 

5. Once antiflap arm is in position, tighten the main locking lever (E) 

then secure the 6 x 6 Point Securing Nuts  

Van End 

Fascia End 

AWNINGS MUST BE ROPED & PEGGED AT ALL TIMES.  

AWNINGS MUST BE RETRACTED IN GUSTY WINDS. 

PLEASE READ OWNERS MANUAL. 


